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WARNING: When a flammable liquid is sprayed, there may  be
danger of fire or explosion especially in a closed room:  keep
compressor at least 20 feet away from areas where hazardous
concentrations of flammable vapors are likely to occur.
Disconnect power before servicing.
ATTENTION: Lorsqu'un liquide inflammable est pulverise, il
peut y avoir danger d'incendie ou d'explosion, specialement
dans une piece fermee;  garder le compresseur a au moins 20
pieds des endroits ou des concentrations dangereuses de
vapeurs inflammables sont susceptibles de se produire.
Debrancher avant toute maintenance.

Manufactured in China for Paasche

Paasche Airbrush Company
4311 North Normandy Avenue, Chicago, IL 60634-1395
Phone: 773-867-9191 • Fax: 773-867-9198
Website:  paascheairbrush.com • E-Mail:  info@paascheairbrush.com

DC200 Battery Compressor
110-120Volts, 60Hz, 2 Amps
Shipping Weight:  2.3 Lbs (1.043 kgs). 
Delivers 25 PSI (Airbrush head .5mm or less) 
ETL, CE, GS & ROHS

Features:
1. Compatible with airbrushes with .5mm Heads or smaller
2. Best for applications not requiring high pressures
3. Choice of battery operation or plugging into standard outlet
4.  Auto shutoff function turns compressor off when airbrush is not

being triggered.
5. Bleeder type pressure regulator
6. Adjustable airbrush holder
7. Battery charger turns off when fully charged

Operating Instructions:

1. When using AC power attach AC power plug into compressor
power jack and plug into (110-120 volt) power socket.

2. When using Battery power first make sure battery is charged.
Attach battery plug to compressor power jack.

3. Connect Air hose to 1/4”NPT male fitting on compressor and
the other end to your airbrush.

4. To turn on press the red power button.  The compressor has
the auto shutoff feature so if the airbrush is not being triggered
it will remain off until the trigger is pressed.  Make sure to turn
the compressor off when done.

5. If less pressure is needed adjust the knob by the air hose
connection.  Opening the regulator valve will also stop the auto
shutoff from functioning.  Most application will require the full
pressure so this knob will remain closed most of the time.

6. There is a thermal protector which will turn off the compressor
if it overheats.  The compressor will require several minutes to
cool down before restarting.

Safety Information:

1. When battery is used for the first time or after long storage
make sure to fully charge before use.

2. Do not short-circuit battery, permanent damage will result
3. Do not incinerate or mutilate battery, it can burst or release

toxic material.
4. Store battery in a cool place.
5. Do not mix battery with other battery types.
6. When battery is not in use make sure to disconnect.
7. When battery power drops during use switch off compressor

and charge battery to avoid over-discharge of battery.
8. To extend battery life charge before extended storage.  Use

once every three months and recharge for storage.
9. Never use in wet location or at high temperatures.
10. Do not spray noxious, flammable or explosive materials.
11. If anything unusual happens disconnect device from power

supply immediately.
12. Do not try to repair by yourself.
13. The device is not a toy and should be kept out of the reach

of children.

Optional Carrying Bag
(Sold Seperately)

WARNING:
1. Store compressor in dry,clean and well ventilated place.
2. Don't let children use unless adult supervised.
3. Ambient temperature should be 0-40°C, keep out of sun.
4. Keep Airbrush in holder when not in use.
5. Use Gravity Feed airbrushes only not siphon Bottle feed 

Airbrushes.
6. If traveling on Airplane battery must be checked with 

luggage (not carry on).
 

Attention: Detailed Instructions for charging battery
are inside battery box,Read before using battery.




